PDTP Version Log
Name:
PDTP4.7.exe


Version: 4.7

Date: 9th July 2007

New Release:
Add Over The Air Programming(OTAP) cap code function and cipherText.exe  program.
Name:
PDTP4.7.exe


Version: 4.7

Date: 7th June 2007

New Release:
Add relay delay momentary close function.
Name:
PDTP4.6.exe


Version: 4.6

Date: 22nd May 2007

New Release:
Use new rules for PDT display word wrapping and a new way to handle Flex fragmented messages. Increase large font memory buffer to support a long message. Add a password to protect setting time & day and uploading a special SES file.  Add three Text to Speech interfaces. Support messages from the “Output Response on Serial” driver as normal messages when using “TNPP Output” and “Custom” serial formats.
Name:
PDTP4.5.exe


Version: 4.5

Date: 11th April 2007

New Release:
Turn the ReFlex  function debug off.
Name:
PDTP4.5.exe


Version: 4.5

Date: 21st March 2007

New Release:
Add decoding short message type for Flex decoder.
Name:
PDTP4.4.exe


Version: 4.4

Date: 2nd March 2007

New Release:
Add ClockPage function.
Name:
PDTP4.3.exe


Version: 4.3

Date: 23rd January 2007

New Release:
Add ReFlex input and a digital filter for Flex decoder. Change the transmitter pins and logical input pins for PSR.

Name:
PDTP4.2.exe


Version: 4.2

Date: 6th November 2006

New Release:
Add options for printer to set time format. Add an option to delay receiving after transmitting.

Name:
PDTP4.1.exe


Version: 4.1

Date: 5th October 2006

New Release:
Changed capcode alarm serial text input to multi-line. Provided support for serial format (header and footer) for cap code alarm serial message output.

Name:
PDTP4.0.exe


Version: 4.0

Date: 28 September 2006

New Release:
Changed the splash screen to WiPath.  Added iPage TAP Direct input to the serial interface options. Added password control for programming of the PDT.

Name:
PDTP3.9.exe


Version: 3.9

Date: 16th August 2006

Update:
Set %b output 4 digits baud rate number. Add a function which can clean all messages in FRAM.

Name:
PDTP3.8.exe


Version: 3.8

Date: 16th June 2006

Update:
Remove dot (.) finish sign from the “Control Input” format and stop output an empty message.
Name:
PDTP3.8.exe


Version: 3.8

Date: 8th June 2006

Update:
Add a key sequence to turn on/off UI setting menus via the user interface.

Name:
PDTP3.8.exe


Version: 3.8

Date: 6th June 2006

Update:
Support output of all “Control Input” messages.  Set the "Catch Input Message Text" as '*' and the "Output Message Text" as '*'
Name:
PDTP3.8.exe


Version: 3.8

Date: 18th May 2006

Update:
Increase Flex CTAP max cap code from 10 to 64 and use WiPath logo.

Name:
PDTP3.7.exe


Version: 3.7

Date: 2nd May 2006

Update:
Add Tone, Secure and Binary types for Flex decoder, increase Flex continuous message timeout from 1 min to 4 min and output timeout messages, add four counters for Flex each phase, fix numeric type message drop into continue list, move all cap codes from RAM to ROM, set PDT ROM with PE type processor max message to 1024, and remove Hantel receiver type.
Name:
PDTP3.6.exe


Version: 3.6

Date: 15th March 2006

Update:
Add TXF-2000U transmitter, change start folder and install folder to “WiPath Product” and fix a bug which can not read the response serial input options.
Add a new alarm input and GPS input functions.
Name:
PDTP3.5.exe


Version: 3.5

Date: 17th February 2006

Update:
Merge the version numbers for both ROM and PDTP to remove confusion. Add an option to select LCD contrast base value, an option for selecting a filter to remove control characters from messages, increase max message length to 1024 characters for PDR, solve problem when the Mobile Pro Plus printer uses double size front, and integrate CareCom Nursecall sign control. 
Name:
PDTP2.20.exe


Version: 2.20

Date: 20th January 2006

Update:
Add an option to enable Flex network to set time, Hantel receiver option added (Rx not yet fully operational), and new TNPP PDR template which has both TNPP input and output options.
Name:
PDTP2.19.exe


Version: 2.19

Date: 13th December 2005

Update:
Add an option to invert transmitter data. Update help file

Name:
PDTP2.18.exe


Version: 2.18

Date: 2nd December 2005

Update:
Support cap code range from 0 to 4294967295
Name:
PDTP2.17.exe


Version: 2.17

Date: 11 November 2005

Update:
Add an option to select the max NUMBER of messages to be displayed on PDT UI settings

Name:
PDTP2.16.exe


Version: 2.16

Date: 20 October 2005

Update:
1.  This PDTP supports the higher memory capacity M16 microprocessor and will detect which type of M16 is installed.  On flashing it will select the correct flash code. 


2. Fixes a bug which prevented a .ses file being opened when the new type receiver was selected. 


Note: pdtv2.8.rom is required to support the 31K RAM M16.

Name:
PDTP2.15.exe


Version: 2.15

Date: 16th September 2005

Update:
1.  Show template name when loading a SES file

2. Change “Warning” initial beep from a quantity to a time

3. Increase the number of message relayfilters that can be entered: PDR/PSR: 128 max, PDT:80 max.

Name:
PDTP2.14.exe


Version: 2.14

Date: 7th September 2005

Update:
1. Add an option using P key to purge all messages and displaying maildrop message instantly.


2. Support POCSAG level.


3. Option to ignore a message which has more than a number of error bytes.


4. Add capcode alarm function when the alarm goes off it will trigger output messages to serial ports


5. Option to ignore the first 2 characters of a message.


6. Option to delay transmitting.


7. New receiver option.
Name:
PDTP2.13.exe


Version: 2.13

Date: 28th June 2005

Update:
1. Add Apollo SD125 transmitter.



2. Set up warning and watch type message initial alert time from UI



3. Fix the bug which can not save or load SES with UI settings
4. Fix the bug which can not read back correctly UI settings in Flex template.
Name:
PDTP2.12.exe


Version: 2.12

Date: 5th May 2005

Update:
Add import cap codes file, set up PDT UI settings, logic input to 12 pins, set up cap code type, invert decoder bit stream, set decoder baud rate, and fix loading output relay board setting bugs. 

Name:
PDTP2.11.zip


Version: 2.11

Date: 2nd December 2004

Update:
Fix printer output data bug. 

Name:
PDTP2.10.zip


Version: 2.10

Date: 11th August 2004

Update:
Fix output a form feed bug. 

Name:
PDTP2.09.zip


Version: 2.09

Date: 3rd August 2004

Update:
Fix the bug which the “Stop receiving during transmitting” could not upload from the SES file. 

Name:
PDTP2.08.zip


Version: 2.08

Date: 22th June 2004

Update:
Fix the bug which mail-drop function is not working. 

Name:
PDTP2.07.zip


Version: 2.07

Date: 8th June 2004

Update:
Add one function which can stop to upgrade a new ROM to an old PDT which has not flash code.

Name:
PDTP2.06.zip


Version: 2.06

Date: 1st June 2004

Update:
Fix bugs which can not read back alert type, LogPage output on serial and T800 transmitter type. PdtNewVerMin=1.8.

Name:
PDTP2.05.zip


Version: 2.05

Date: 31 May 2004

Update:
Update logical level input function which can output a message as long as any input pin state changes.

Name:
PDTP2.04.zip


Version: 2.04

Date: 26 May 2004

Update:
Fix the bug which sets serial settings as defaults not reading data after downloading DPT. PdtNewVerMin=1.7.

Name:
PDTP2.03.zip


Version: 2.03

Date: 21 May 2004

Update:

Add echo and sandr3 driver for control response inputs.

Name:
PDTP2.02.zip


Version: 2.02

Date: 13 May 2004

Update:

Add cap code range, cap code alarm, LED indicator functions.

Name:
PDTP2.01.zip


Version: 2.01

Date: 26 April 2004

Update:

Add Maxon SD-125 radio function.

Name:
PDTP2.00.zip


Version: 2.00

Date: 20 April 2004

Create using Python program as an installing version. The functionality is same as PDTP1.82.

Name:
PDTP1.82.zip


Version: 1.82

Date: 23 Mar. 2004

Update:

Add a txnux device on LogPage output which can be used on single user paging interceptor. 

Name:
PDTP1.81.zip


Version: 1.81

Date: 08 Mar. 2004

Update:

Add five Golay templates. Put Salcom transmitter option back to PSR templates. Include psr14.rom.

Name:
PDTP180.zip


Version: 1.80

Date: 02 Mar. 2004

Update:

Add a function which can upload a specific SES file to pdt without changing the SES file settings.

Name:
PDTP179.zip


Version: 1.79

Date: 18 Feb. 2004

Update:

Increase printer max stack to 20.

Name:
PDTP178.zip


Version: 1.78

Date: 24 December 2003

Update:

Fix bugs which can not set up serial settings in promiscuous templates.

Name:
RC_PDTP177.zip

Version: 1.77

Date: 29 September 2003

Update:

Fix bugs when read a pager if “No Printer” option is selected at the printer options.

Name:
RC_PDTP176.zip

Version: 1.76

Date: 26 September 2003

Update:

Add message relay options for three PSR templates. Include RC Engineering rom files(pdt2001_decoder_V1.3.rom and psr11.rom).

Name:
PDTP175.zip


Version: 1.75

Date: 18 September 2003

Update:

Remove four standard templates. Add three PSR templates. Add Tait T800 transmitter option. Version check option can accept a letter “V” in front of version number.

Name:
PDTP174.zip


Version: 1.74

Date: 05 September 2003

Update:

Add a function which can print multiple copies of messages. 

Name:
PDTP173.zip


Version: 1.73

Date: 02 September 2003

Update:

Add a version check function. 

Add an option which stops receiving message during Salcom 11-72 transmitting. An option “Retransmit all cap codes “ will not include network found and network lost cap codes.

Add a tone type cap code option.

Add a AmTech double size printer option.

Name:
PDTP172.zip


Version: 1.72


Date: 01 August 2003

Update:

Fix a bug which stops setting up serial 1 as TNPP input.

Adjust transmitter stack size to 30. 

Name:
PDTP171.zip


Version: 1.71


Date: 25 July 2003

Update:

Add a cap code comboBox at message relay field.

Fix mapping relay board option bugs. Combine internal relay and relay board option together.

Fix the bug which the empty cap code or alpha cap code is converted to zero.

Fix  the bug which must fill a number in relay number field when we select “CLEAR ALL” option for relay-board.

Name:
PDTP170.zip


Version: 1.70


Date: 21 July 2003

Update:

Add a Mobile Pro Plus and a Mobile Pro Plus Double Size at printer type as serial printers. 

Change scalar to string type in case a number in front of name. 

Move cursor to Edit-box automatically when a “new” button is pressed.

Include pdt version 06 rom files.
Name:
PDTP169.zip


Version: 1.69


Date: 11 July 2003

Update:

Add a warning message if using TNPP template without selecting one of the serial ports as TNPP Input.

Remove the leading zero in front of  cap code when upload to PDT. Pad zeroes in front of cap code then download from PDT or read from ses files.

Name:
PDTP168.zip


Version: 1.68


Date: 8 July 2003

Update:

Set up a  serial 1 output when TNPP input is on the serial 1 and a printer output on the serial. Add rom file version 04(turn off debug message in tnpprx).

Name:
PDTP167.zip


Version: 1.67


Date: 25 June 2003

Update:

Rearrange cap code mapping for relay and relay board.

Include synthesized03.rom which tnpprx driver can get cap codes and names.

Reconnect and re-mapping tnpprx driver.

Fix a bug at delete option in cap code  and relay option windows

Name:
PDTP166.zip


Version: 1.66


Date: 30 May 2003

Update:

Fix zero cap code mapping problems in adrlookup ( translate cap code ‘any’ to zero ).


Use new name “message direct to relay board” for serial options.


Set up max stacks for transmitter, salcom, tnpprx and tnpptx.


Include the latest rom file: synthesized01.rom and crystalled01.zip. 

· PDTPv1.65



Date:
19 May  2003

Fix serial 1 bugs. Create serial 1 input device for all situation because program was corrupted if did not use serial 1.
Version:
1.65


Date:
20 May  2003

Update:

Fix zero cap code mapping problems (zero cap code was replaced by Network Lost). Add serial 1 input device in case the serial 1 is not set up.

Version:
1.65


Date:
22 May  2003

Update:

Fix salcom encoder bugs. Add updated rom file.

PDTP165



Date: 28 May 2003

Update:


Fix zero cap code mapping problems ( translate cap code ‘any’ to zero ).


Fix serial option mapping problems (caused by serialChange function).


Add “Direct to Relay Board” options at serial option window.

Name:
PDTP1.65.exe


Version: 1.65

Date: 15/05/2003

Description: This version updated PDTP version 1.6 and had some changes.

Additions: 

1. Add two templates. tnppmpdt.est is for PDT (MbKb). Tnppspdt.est is used for PDT (SiKb).

2. Add clear relay check boxes. When these check boxes are chosen, the respective relays will be reset by pressing any key on PDT.

3. Add output commands to control a relay board through a serial port. The relay board can be controlled by selecting any text and cap code in a pager message.

Update:

1. Salcom 11-72 transmitter is connected with PDT DB9, but it uses different pins from serial 1 output An additional check box replaces the salcom 11-72 transmitter option in the serial 2 output format. When the transmitter is selected, the serial 1 and serial 2 can be still used as the other applications.

2. When the “TNPP Output”, “TNPP Input”, “Output to Relay Board” and “Use Transmitter” at the serial options are selected, it is not necessary to click the “Output on Serial 1” or “Output on Serial 2” check boxes at CAP codes windows. The usages of the rest “Output format” options at the serial options are same as before.

3. Correct bugs when download message relay options from PDT to PDTP.

Name:
PDTP1.61.exe


Version: 1.61

Date: 12/05/2003

Update:
1.  Add TNPP, clear relays by any key.

